RIDGWAY Rentals

PLANT RENTAL ¢ HAULAGE e« SALES * PARTS ¢ SERVICE
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2-PIECE BOOM

01691 770171 0800 515155

sales@ridgwayrentals.com www.ridgwayrentals.com

Hitachi ZX 210 LC - 6

MONOBLOCK BOOM
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Overall length Monoblock boom  2-Piece boom

N N’
A Distance between tumblers 3660 *F Overall height of upperstructure 3020
B Undercarriage length 4460 *G Min. ground clearance 450
*C Counterweight clearance 990 H Track gauge 2390
D Rear-end swing radius 2890 | Track shoe width G 600
D’ Rear-end length 2890 J  Undercarriage width 2990
E Overall width of upperstructure 2 710 K Overall width 2 990
F Overall height of cab 2950 *L Track height with triple grouser shoes 920
Excluding track shoe lug Monoblock boom 2-Piece boom
Unit: mm Arm length 2.03m | 242m | 291 m
A Max. digging reach 9230 9430 9920 9210 9430 9930
A Max. digging reach (on ground) 9040 9250 9750 9020 9250 9750
B Max. digging depth 5800 6180 6 670 5420 5720 6230
B’ Max. digging depth for 2.5 m level 5580 5950 6 490 5300 5610 6120
C Max. cutting height 9 850 9670 10 040 10590 | 10640 | 11080
D Max. dumping height 6 940 6 830 7180 7670 7 700 8 150
D’ Min. dumping height 3 630 3200 2 650 4230 3780 3110
E Min. swing radius 3410 3280 3180 2 630 2 630 2 320
F Max. vertical wall digging depth 5210 5300 5990 4 560 4720 5280

With arm 2.03 m 9750 9720
With arm 2.42 m 9750 9690
With arm 2.91 m 9 660 9640
Overall height of boom

) 3010
With arm 2.03 m 3150
With arm 2.42 m 3180 30680

) 2910
With arm 2.91 m 2940
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