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Min. swing radius

I Max. height at min. swing radius 8.080 mm 8.005 mm

KOMATSU WA470 LOADING SHOVEL

Bucket type
Bucket with 
flat bottom

w. teeth w. BOC

Bucket capacity (heaped, ISO 7546) m³ 4,2 4,35

Sales code 3803 C52 C53

Material density t/m³ 1,8 1,7

Bucket weight kg 2.245 2.300 

Static tipping load, straight kg 18.915 18.715

Static tipping load, 40° articulated kg 16.225 16.050

Break-out force hydraulic kN 190 179

Lifting capability hydr. at ground level kN 210 205

Operating weight kg 24.225 24.275

Turning radius at corner of tyres mm 6.270 6.270

Turning radius at bucket edge mm 7.030 6.975

a Reach at 45° mm 1.485 1.345

b Dumping height at 45° mm 2.865 2.985

c Hinge pin height mm 4.335 4.335

d Height top edge of bucket mm 5.895 5.895

e Digging depth mm 125 155

f Max. loading height at 45° mm 4.020 4.020

A Overall length, bucket grounded mm 9.350 9.180

B Wheel base mm 3.450 3.450

C Bucket width mm 2.990 2.990 

D Width over tyres mm 2.915 2.915

E Track width mm 2.240 2.240

F Ground clearance mm 505 505

H Overall height mm 3.475 3.475

Bucket with 
raised bottom

w. teeth w. BOC

4,5 4,65

S04S20S30 S04S20S40

1,45 1,4

2.190 2.240 

16.430 16.265

13.945 13.795

178 169

165 162

25.555 26.610

6.270 6.270

7.330 7.265

1.685 1.540

3.345 3.465

4.850 4.850

6.455 6.455

265 295

4.525 4.525

9.995 9.825

3.450 3.450

3.000 3.000

2.915 2.915

2.240 2.240

505 505

3.475 3.475




