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JCB 245XR Excavator

STATIC DIMENSIONS

A Track length on ground mm 3660
B Undercarriage overall length mm 4469
C  Track Gauge mm 2390
D Width over tracks (600mm track shoes) mm 2990
D Width over tracks (700mm track shoes) mm 3090
D Width over tracks (800mm track shoes) mm 3190
A D Width over tracks (900mm track shoes) mm 3290
8 G Counterweight clearance mm 1069
——G— H  Tail length mm 1720
1 | Overall width of superstructure mm 2889
r 10 I Overall width of superstructure (with Cab Grab Handle) mm 2912
\L ( 9 J Height over cab mm 3031
/o L  Ground clearance mm 486
“/ " —— 8 M Track height mm 899
| . H  Tail swing radius mm 1720
“\\ \\ K Overall height of upper structure with std. handrail mm 3537
o / / % 6 K Overall height to folded handrail mm 3092
5
. / /" ) . Mono
I — ) Dipper lengths 2.4m 3.0m
‘;“‘ | ———— 3 E  Transport length mm 9084 8978
i 5 F Transport height with Std Handrail ~ mm 3537 3537
‘\ ‘\ = | F  Transport height with Folding Handrail mm 3127 3092
\ D)
\ \ é? WORKING RANGE
: ! Dipper length: 24m  3.0m
\ | \ 2 A Maximum digging reach mm 9423 9952
. J ; B Maximum digging reach (on ground) mm 9244 9784
c / ] C Maximum digging depth mm 6029 6627
4 D Maximum digging height mm 10354 10708
5 E  Maximum dumping height mm 7593 7951
F Maximum vertical wall cut depth mm 5459 601 |
’**;// é G Minimum swing radius mm 2566 2345
7 Bucket rotation degrees 183 183
o9 8 7 6 4 3 ! 0 Metres 4 Maximum dipper tearout kN 125 103
g Mamimum bucket tearout kN 148 148





